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Designed for Durability and Performance

* Capacity up 8,000 Bushels per Hour

* Low Profile Collapsible Canvas Hopper to
reach under Grain Trailers and Hopper Bins

* 18" Wide Rubber Crescent Top Belt

* Hot Dipped Galvanized Finish

@ Electric or Gas Drive Options Available
* Optional Manual Wheel Kit

* Optional Hydraulic Drive Wheel Kit

* Other Sizes Available , Call for Information
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Freld Loader

Specifications

Model 3918FL 4918FL
Overall Length 39' 49'
Conveyor Width 22" 22"
Length Conveyor Incline 34' 44'
Length of Horizonal Hopper 5' 5'
Height Under Spout at 30 Degree 15' 22'
Belt Widths 18" 18"
Bushels per Hour 8000 BPH 8000 BPH
Galvanized Finish Standard Standard
Electric Motor HP 10 HP 10 HP
Single Phase Yes Yes

3 Phase Yes Yes
Hydraulic Drive Yes Yes
GX Series Honda Gas Motor Yes Yes
Optional Manual Wheel Kit Yes Yes
Optional Hydraulic Drive Wheel Kit Yes Yes
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GX Series Honda Motors have a 3 Year Warranty

Honda Test Engineers have Approved each Application

Will Custom Build to fit your Application

Your TMW Dealer

www.tmwattachments.com

Attachments

320-453-3525

522 Meeker Avenue + East Eden Valley, MN 55329
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