Drive Over Pit Conveyor

Designed for Durability and

Performance

Fast and Easy Set Up

Can be used with other Grain

Master Conveyors or a Grain Leg

Capacity up 10,000 Bushels

per Hour

Low Hopper Height

Folding Hopper lined with Rubber for better Containment
18" or 24" Wide Models with Rubber Crescent Top Belt
Spring Loaded Tighter on Conveyor Belt

Electric , Hydraulic or Gas Drive Options Available

Hot Dipped Galvanized Finish
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Drive Over Pit Conveyor

Specifications

Model 2618D0 2624D0
Overall Length 26' 26'
Conveyor Width 22" 28"
Ramp Width 36" 36"
Height of Drive Over 8" 8"
Length of Horizontal 156" 156"
Length of Incline 144" 144"
Height Under Spout 48" 48"
Belt Widths 18" 24"
Bushels per Hour 8000 BPH 10,000 BPH
(S:gﬁcgyt?agd;? Tighter on Standard Standard
Fold up Hopper Doors Standard Standard
!\I'/lrzr:lus?)loia\i\(/:r?s;éa(:k Lift on Standard Standard
\I;%dersllghc Lift on Transport Optional Optional
Galvanized Finish Standard Standard
Dri\{e (Electric / Hydraulic / GX Yes Yes
Series Honda Gas Motor

GX Series Honda Motors have a 3 Year Warranty

Honda Test Engineers have Approved each Application

Will Custom Build to fit your Application
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